
L A B C D E F G H I
mm mm mm mm mm mm mm mm mm mm mm

300 212 46 142 238 270 256 0,90 �1349
350 262 32 192 288 320 288 1,04 �1350
400 302 18 242 338 370 288 1,18 �1351
450 352 36 292 388 420 288 1,32 �1352
500 402 22 182 342 438 470 288 448 1,46 �1353
550 432 40 168 392 488 520 288 480 1,60 �1354
600 482 26 218 442 538 570 288 544 1,74 �1355
650 532 44 268 492 588 620 288 544 1,88 �1356
700 582 30 190 318 542 638 670 288 544 2,02 �1357
750 612 16 176 368 592 688 720 288 544 2,17 �1358
800 662 34 226 418 642 738 770 288 544 736 2,33 �1359
850 712 20 276 468 692 788 820 288 544 768 2,47 �1360
900 742 38 230 518 742 838 870 288 544 768 2,61 �1361
950 792 24 280 568 792 888 920 288 544 768 2,76 �1362

1000 842 42 330 618 842 938 970 288 544 768 2,89 �1363
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EX Weight Order No.
mm per pair (kg) white

Packing Unit: 10 sets per box 4prompt delivery

screw holes for 3,5 mm spax screws

SLIDE TYPE: Regular-Extension Drawer Slide 

MOUNTING:  Bottom Mount

WIDTH:  15 mm
LOAD  dynamic up to 70 kg
CAPACITY:  

SPECIFICATIONS:
� lateral stability provided by specially shaped profiles  

(- length 1000 mm)
� cabinet profile with rubber stop
� dual detent in the drawer profile holds the drawer in 

place when extended
� the edge of a thick drawer bottom is covered  

by the tall drawer profile
� quiet running provided by precision silent rollers
� single-sided captive profile (right)
� self-closing

MATERIAL: steel, white powder coated FEATURES:  silent rollers
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